Albert Sound Inventory


Control:

Level Control Systems

LCS CueStation software 4.4.0


2 – LCS LX-300 Frames (16 Mic/Line In, 16 analog Out)


1 – LCS RIF-108 CueMixer remote control (8 motorized fader pack)

Mixing:

1 – Soundcraft K3 TH/FX (39 inputs, 8 groups, stereo mix + mono, 8 channel matrix and 8 aux)

Playback:

LCS - Wild Tracks (13 track hours, 16-track asynchronous playback). Each track behaves like an independent playback device; tracks can be played individually, or in arbitrary groups of any number up to the full 24.

2 – Denon DN-C680 CD players (remotely controlled by LCS system)

Permanent Array 

Loudspeakers:

10 – Meyer UPA-1P (22.4" H x 14.5" W x 14.5" D)

2 – Meyer USW-1P (21.5" H x 31.0" W x 21.3" D)

12 – EV S40 (stage lip array)

5 - EAW JF80 (under balcony fill)

Rear of House – 6 Macphearson IS-12 via BSS 366 Omni Drive
Equalization/Delay:

2 – BSS 355 Omni Drive (delay and EQ for permanent array)

2 – Rane AD-22 (delays for subs and stage lip array)

On Stage Loudspeakers:

2 – Meyer UPA-1P

Effects:

2 – Lexicon MPX-1 (remotely controlled by LCS system)

4 – dbx 903 compressor/limiter

2 – dbx 905 Parametric EQ

Amplifiers:

16 – Channels of patchable amplification for portable speakers

Note:

LCS can provide EQ and delay per input and output (16 in, 16 out). 
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