Owen Sound Inventory


Control:

Level Control Systems


LCS CueStation software 2.5 b14


1 – Intel Duel Processor Celeron 433 Mhz, running BeOS 5.0.3


2 – LCS LD-88G (16 analog in, 16 internal digital inputs (Wild Tracks) and 16 analog out)


1 – LCS RIF-108 CueMixer remote control (8 motorized fader pack)

Mixing:

1 – Mackie 32 x 8

Or

1 – Yamaha DM1000 (with MY8-AD96 card, 8 additional analog inputs)

Playback:

LCS - Wild Tracks (13 track hours, 16-track asynchronous playback). Each track behaves like an independent playback device; tracks can be played individually, or in arbitrary groups of any number up to the full 16. HD playback does not require any of the analog inputs. It provides an additional 16 channels of internal digital playback.

2 – Denon DN-C680 CD players (remotely controlled by LCS system)

Loudspeakers:

8 - Bag End TA-12jr  (23" x 18" x 15")

2 - Bag End TA-15I

4 – Bag End 18” Sub Cabinets

Equalization/Delay:

1 – BSS 355 Omni Drive (3 in, 5 out)

1 – Bag End ELF dual integrator (subs)

Effects:

1 – Lexicon MPX-1

4 – dbx 903 compressor/limiter

2 – dbx 905 Parametric EQ

Amplifiers:

22 – Channels of patchable amplification 

1 – Crown MA2400 (subs)

Note:

LCS can provide EQ and delay per input and output (16 in, 16 out).
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