OWEN THEATRE SPECIAL LIGHTING EQUIPMENT,  ACCESSORIES And Miscellaneous Items                          8/16/05
Color Scrollers:
12 – Wybron 7.5” CXI color scrollers for Source Four PAR or 6” Fresnel (Note: also                                                

       10” plates for PAR 64 or 8” Fresnel, 6.25” PLATES FOR Source Four) 

       Require 2 channels (same as above) 

Mix Mode:                                                        Index Mode:

1) Gel String 1 (front)                                     1) Both gel strings (preset color mixes)

       2)   Gel String 2 (back)                                     2) Gel String time-to-destination
(Following are shared between Albert and Owen Theatres)
(Please check for availability)
Effects:

4 – Apollo Roto Q-DMX gobo rotators, one rotating holder, one indexing holder                                                                                                               w/DMX  control.

Requires 2 dimmers
Rotating Mode: (Note: Need only one channel – 2nd dimmer can be                                                                      unpatched)

 1) Speed (both patterns rotating in opposite directions)

 2) Set at 0 (or unpatched) 

                    Indexing Mode:

1) Position (of rear holder)

2) Speed of  movement to index position

2 – Apollo Smart Move (DMX) gobo rotator
Requires 3 dimmers 
Rotating Mode (Note: Need only one channel – 2nd and 3rd dimmers            can be unpatched)

1) Speed (both patterns rotating in opposite directions)

2) Set at 0 (or unpatched)

3) Set at 0 (or unpatched)

                    Indexing Mode (Need 2 channels – 3rd dimmer can be unpatched) 
1) Position

2) Speed of movement

3) Set at 0 (or unpatched)

SmartMove Mode (Pre-programmed effects) (Need 3 channels)

1) Selects pre-programmed effect

2) Speed or delay time

3) Set above 0

6 – GAM Film/FX  (one channel – speed controlled by stage dimmer)

2 – City Theatrical Beam Bender for Source Four

1 – Great American Scene Machine, 1kw


w/ Effects Disc Machine, OL-4 and OL-8 lenses

Strobes:
2 – High End AF 1000 Dataflash Strobes

      Require 3 channels:

1) Intensity

2) Duration

3) Rate

4 – Diversitronics DK-2000 Strobes

      Require 2 channels:

1) Intensity

2) Speed

1 - Diversitronics Strobe Cannon – SCM-640-DMX [in PAR 64 can]

      Require 2 channels (same as above).  

2 - Jauchem and Meeh Xenon “Hot Shot” strobes [in PAR 64 can]

      [single flash photographic type] 

     Require 1 channel (Flash on/off)

1 – Diversitronics StrobeCannon - #0404, ANALOG [in PAR 64 can], w/ remote

1 – Diversitronics Luma-Power Super Strobe, [old disco type], w/ remote

50 – Egg Strobes
Fog/ Haze:

1 – MDG Atmosphere Hazer with DMX remote

      Requires 2 channels:

1) On/Off

2) Emmision


4 – LeMaitre G300 fogger with DMX interface (Note: Can NOT be used as a Hazer)

      Require 2 channels:

1) Flow rate

2) On/Off

Miscellaneous Lighting Equipment:
Inkies, Birdies, Stik-ups:

24 – 3” Fresnels, Altman [“Inkies”], 150w

12 – 4.5” Fresnel, L&E, 575w

24 – PAR 16, [“Birdies”], 100w, Intermediate screw base, JDR lamp

        [wide-40’, medium-25’, narrow-13’] 

10 – PAR 16, L&E, 55/75w, Medium screw base, Capsylite PAR 16 lamps

        [NFL-30’, NSP-12’]

10 – PAR 16, 150w, 2-pin base, EZK lamp

        [flood-42’]

10 – Stik-Up, Great American, 150w

Misc. Fresnels, PAR’S:

  1 – 1kw Arri , 5” Fresnel

12 – PAR 38, Altman, 150/300w or any medium screw base lamp

  3 – 6 volt, PAR 64, Litelab, 120w [“pin spot” or “rainlight”]

Floods, Cyc units:

10 - Altman 1kw Q-Lite, 1000w [“Mini-ten”]

24 – 14” Altman Scoop flood, 1000w

  5 – Strand Coda, 500w [3 cell cyc lights]

